FIGURE 1 PLACING TRACK BALLAST OVER SIX FOOT BATTIER FOR THE CHICAGO TRANSIT AUTHORITY
The PORTABLE MODULAR CONVEYOR was conceived in the summer of 2007 to minimize mobilization expense, increase portability, and enhanced productivity. It is a unique solution to material placement, and has a patent award (Patent Number: 6034-01001) from the United States Patent Office. It was first used on the reconstruction of Carpenter Road in Ann Arbor, Michigan, in the fall of 2007. In August of 2008 the second Prototype was used on an I-75 reconstruction project near Saginaw, Michigan, on a concrete overlay project at the Cobb County Airport in Kennesaw, Georgia, at Detroit Metropolitan Airport North Terminal Project and various other paving projects in Michigan.
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THE TECHNOLOGY
The Portable Modular Conveyor is designed as an attachment for any front-end wheel loader of a 3 cubic yard capacity, such as a Caterpillar 930, or larger, that is equipped to accept attachments, and is equipped with a third valve control. The conveyor is operated from inside the loader cab using the hydraulic controls and power of the wheel loader to propel the hydraulic motor. The low torque high speed hydraulic motor on the belt conveyor requires a pump feed of 40 gals per minute and 3000 psi. The unit is compact and lightweight at just 10,000 pounds. It has a proven record of placing over 300 cubic yards of concrete per hour to the road grade using dump trucks hauling 11 cubic yards per load. It has outperformed the conventional material transfer placer systems by two to one and the initial cost is less than one forth of the traditional machines used in this application. The operation, reliability, and maintenance expense are also much more cost-effective than conventional placers and is simple to operate. It replaces a very expensive dedicated piece of equipment that would be parked idle when there is no material to place. With the Portable Modular Conveyor, the loader can perform other productive tasks and minimizing parked investment. It will enhance productivity and material placement quality. It will better maintain the integrity of the materials being placed.
FIGURE 2 TRANSPORTING MATERIAL PLACER ATTACHED TO WH EEL LOADER AT TEN FO OT WIDTH
FLEXIBILITY A ND UTILITY
The PMC is very dynamic and portable. When loaded on a standard lowboy trailer for transportation, it is 8.5' wide and 21' long, making it a non-permit load for moving. When attached to the loader, the belt can be folded to a 10' length to travel in a single lane of traffic. The conveyor frame can also be shifted two feet left or right from center to adapt to dumping needs or conditions. Coupler deck can easily be switched to accommodate different brand wheel loaders.
